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ADJUSTING DEPTH OF CUT  (See Figure 8-9.)
The front wheel can be adjusted to allow a deeper or shallower cut, and to increase the life of the 
blade. Change the edging depth from the shipping position to your desired depth by:

• Wait for blade to come to a complete stop.

• u NPLu G Too L.

• Loosen the adjusting knob and move the wheel up to increase the depth or down to 
decrease the depth.

• After adjustment is complete, tighten the adjusting knob securely.

NOTE:  Adjust the blade depth from 1/2 in. to 1 in. deep initially. Make a shallow cut to test the cutting depth. 
If the cutting depth needs adjusting, this should be done progressively until the desired depth is 
reached. To increase blade life span, keep initial cutting depth at minimum and increase depth setting 
only as blade wears.

W A R N I N G
Thick overgrowth may drag on the guard. Reduce cut depth to minimum to help reduce this affect.

Fig. 8

Fig. 9
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OPERATING TIPS

NOTE: �The edger requires a lot of power and should not be operated simultaneously with other tools or 
utilities on the same household circuit.

•	Set initial cut depth at 1" and set edge guide to the down posotion.

•	Before starting the edger line up the tool so the edger guide rests against the edge of the 
paved surface. Both rear wheels should be on the paved surface when edging.

NOTE: �When there is heavy overgrowth of grass over the paved surface it may dragon the guard. An initial 
cut may be require reducing the depth at cut.

•	To avoid kickback, push the handle down so the blade is above the guard.

•	Turn switch ON and allow blade to spin without moving tool.

•	Slowly lift the handle to lower the blade. Find the edge of the paved surface and start edging. 
Then move tool forward slowly along edge of paved surface, keeping the edge guide pressed 
lightly against the pavement edge.

For the first edging of each season, it is best to move forward slowly because early in the season 
grass is thickest. Subsequent edging will be completed more rapidly. If the tool slows down, back 
it up an inch or two until the balde comes up to normal speed. During edging some sparks may 
be generated from hitting stones. This is normal. Do not attempt to edge when the grass or soil is 
wet or moist for electrical safety and to prevent clogging of the blade chamber. If you must edge 
under conditions that causethe blade chamber to become clogged, release trigger, wait for blade 
to come to complete stop, UNPLUG TOOL, open door and remove clogged meterial with a stick. 
To continue to operate the tool in a clogged condition will seriously overload the motor.

CA  U T I O N
Do not attempt to unclog the blade chamber by dropping or tapping the tool on the ground. This 
can damage the unit. Keep hands clear of the edge guide andblade when cleaning as these wear 
to a very sharp point during edging.

W A R N I N G
Make sure that other people and pets are at lease 100' away from the work area.

W A R N I N G
Before landscaping or trenching, inspect and ensure there are no exposed or buried cables, pipes 
or other objects that may create a hazard or interfere with operating the edger. Set depth to only 
that required for the job. Do not overload. If tool slow down, back up slightly and wait until blade 
comes backup to normal speed.

operation
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W A R N I N G
When servicing, use only identical replacement parts. Use of any other parts may create a hazard 
or cause product damage.

W A R N I N G
Always wear safety goggles or safety glasses with side shields during power tool operation or when 
blowing dust. If operation is dusty, also wear a dust mask.

W A R N I N G
Before inspecting, cleaning or servicing the unit, stop the motor, wait for all moving parts to stop, 
and disconnect from power supply. Failure to follow these instructions can result in serious personal 
injury or property damage.

GENERAL MAINTENANCE
Avoid using solvents when cleaning plastic parts. Most plastics are susceptible to damage from 
various types of commercial solvents and may be damaged by their use. Use clean cloths to 
remove dirt, dust, oil, grease, etc.

W A R N I N G
Do not at any time let brake fluids, gasoline, petroleum-based products, penetrating oils, etc., come 
in contact with plastic parts. Chemicals can damage, weaken, or destroy plastic, which may result 
in serious personal injury.

Stop the motor and unplug the edger whenever you leave the operating position. Unplug the 
edger before unclogging the blade guard or when making a repair, adjustment, inspection, etc.

Keep all nuts, bolts, and screws tight.

You can often make adjustments and repairs described here. For other repairs, have the product 
serviced by an authorized service dealer.

W A R N I N G
Do not attempt to sharpen blade. Failure to heed this warning could result in serious personal injury 
or property damage.

maintenance
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REPLACING THE BLADE   (See Figures 10 - 11.)
Replace blades that are damaged or worn. To increase blade life span, keep initial cutting depth 
at minimum and increase depth setting only as blade wears.

•	Stop the motor and unplug the edger.
•	Using a 26 mm wrench, hold the inner flange washer.
•	Using a 16 mm socket wrench, turn the blade nut coun-terclockwise to loosen.
•	Remove blade nut, outer flange washer, blade, and inner flange washer.
•	Reinstall the inner flange washer onto the edger shaft.
•	Center the new blade on the inner flange washer, making sure the blade sits flat.
•	Install the outer flange washer onto the edger shaft.
•	Using a 26 mm wrench, hold the inner flange washer.
•	Install the blade nut onto the edger shaft.
•	Using a 16 mm socket wrench, turn the blade nut clockwise and tighten securely.

NOTE: �Always make sure the blade is correctly installed and securely fastened before each use.

Fig. 10

Fig. 11
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STORING THE EDGER
•	Be sure the tool is unplugged.

•	Remove and clean any debris from the outside of the edger and inside of the guard before 
storage. If necessary, the edger may be stored by hanging on a hook by the handle.

•	Clean all foreign material from the edger.

•	Store it in a place that is inaccessible to children.

•	Keep away from corrosive agents such as garden chemicals and de-icing salts.

CAUTION: DO NOT HANG EDGER BY THE TRIGGER OR POWER CORD.

NOTE: �Do not store the tool near fertilizers or chemicals. Such storage can cause rapid corrosion.

maintenance
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	 Motor fails to start when	 1. Power cord is not plugged	 1. Plug in the power cord.
	 switch trigger is depressed.	 in or connection is loose.

		  2. Household circuit breaker 	 2. Check circuit breaker.
		  is tripped.

troubleshooting

PLOBLEM                                     POSSIBLE CAUSE                                 SOLUTION
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GREENWORKS™ hereby warranties this product, to the original purchaser with proof of 
purchase, for a period of four (4) years against defects in materials, parts or workmanship. 
GREENWORKS™, at its own discretion will repair or replace any and all parts found to be 
defective, through normal use, free of charge to the customer. This warranty is valid only for 
units which have been used for personal use that have not been hired or rented for industrial/
commercial use, and that have been maintained in accordance with the instructions in the 
owners’ manual supplied with the product from new. 

Items not covered by warranty: 
1.	Any part that has become inoperative due to misuse, commercial use, abuse, neglect, 

accident, improper maintenance, or alteration; or 

2.	The unit, if it has not been operated and/or maintained in accordance with the owner's 
manual; or  

3.	Normal wear, except as noted below;  

4.	Routine maintenance items such as lubricants, blade sharpening;  

5.	Normal deterioration of the exterior finish due to use or exposure.

GREENWORKS Helpline (1-888-90WORKS): 
Warranty service is available by calling our toll-free helpline, 9am to 5pm EST. Monday – Friday 
at 1-888-909-6757 (1-888-90WORKS). 

Transportation Charges: 
Transportation charges for the movement of any power equipment unit or attachment are the 
responsibility of the purchaser. It is the purchaser’s responsibility to pay transportation charges 
for any part submitted for replacement under this warranty unless such return is requested in 
writing by GREENWORKS

warranty
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EXPLODED VIEW
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 ITEM NO. PART NO. DESCRIPTION QTY
 1 3221037 Bolt 1
 2 3330418A Board 2
 3 33301261 Blade 1
 4 3220351 Bolt 3
 5 34103263-1 Blade cover 1
 6 34908261 Seal rimg 1
 7 3220811 Bolt 4
 8 3290305 f lat washer 4
 9 3290675 Washer 4
 10 33103261 Transmission cover 1
 11 32109261 Bearing 1
 12 33208261 f ix shaft 1
 13 32902261 f lat key 1
 14 33508261 Gear wheel 1
 15 3290448 Washer 1
 16 32108261 Bearing 1
 17 36101263-1 Motor 1
 18 32208261 Nut 3
 19 3220898 Washer 1
 20 32907152 Nut 1
 21 33303263 Adjust bar 1
 22 34119263-1 3" front wheel  1
 23 33203263 pillar 1
 24 3411799C Wheel cover 3
 25 33401263 Torsion 1
 26 34102263-1 Right housing 1
 27 3220505 Bolt 30
 28 34105263 Guard 1
 29 34101263-1 Left housing 1
 30 34110263 Lock turn cap 1
 31 34104263-1 o utlet cover 1
 32 33304261 Washer for shaft 3
 33 3411799-4 6" wheel assembly 1
 34 3220552 Bolt 2
 35 34113263 lower collar 1
 36 3410302 Cord clip 3
 37 3220905 Screw 3
 38 33202263 Rear wheel shaft  1
 39 32988261 Pin 1
 40 32204100 Nut 1
 41 3411799-3 6"  left wheel assembly 1
 42 33301263-1 Lower tube 1

PARTS LIST
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 ITEM NO. PART NO. DESCRIPTION QTY
 43 33302262-1 Middle tube 1
 44 3110182-6 Auxiliary handle assembly 1
 45 34101266                   Lock tube for auxiliary handle  1
 46 3110282-6 Turn cap for auxiliary handle  1
 47 3290205 Nut 1
 48 33301262-1 u pper tube 1
 49 36511154 Connector cap 2
 50 36901263 Wire 1
 51 34115263 u pper collar 4
 52 34106263-1 Left handle 1
 53 34107263-1 Right handle 1
 54 36301263-1 Switch 1
 55 3420102-1 Retainer 1
 56 36401263 Power cord 1
 57

58

59
60
61

 34901263
3410835-6

3220436
34120263
34120263

 Sponge
Turn cap

Bolt for handle
Inner tube
Inner tube

 1
2
2
1
1

PARTS LIST
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